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UPM Raflatac Technical Information 12-03-2022  EN SI

Product HOLO MIRROR PET 50 / RP37 / HD 70

Sales Code AVE/RP37/28

EAN 6415788084663

Product use Product designed for eye-catching promotional labels, such as as cosmetics and luxury consumer 
goods. Metallized holographic appearance of the product provides unique mirror-like, specular 
appeal.

  

Typical technical values  
  

Face HOLO MIRROR PET 50

Product Chemically treated polyester base film with very smooth metallized holographic appearance with 
mirror look pattern.

Substance 70 g/m² ASTM D374-79

Caliper 50 µm ASTM D374-79

Tensile strength MD 157 N/mm² ASTM D882A

Tensile strength CD 157 N/mm² ASTM D882A

Printability UV flexo, UV silk screen and thermal transfer. Special inks designed for non absorbent materials 
should be used. Thermal transfer with selected ribbons.

  

Adhesive RP37

Type Permanent

Composition Waterborne acrylic

Tack 10 N/25mm FTM 9

  

Backing HD70

Product A white transparent glassine backing paper.

Substance 62 g/m² ISO 536

Caliper 54 µm ISO 534

Tensile strength MD 7 kN/m ISO 1924

Tensile strength CD 2,7 kN/m ISO 1924

Transparency 48 % DIN 53147

 
Performance  

Total caliper 122 µm

Minimum labelling temperature 5 °C

Service temperature -20 °C to 100 °C

Shelf life From date of manufacture: 24 months, under FINAT defined storage conditions (+20-25°C and RH 
40-50%). Prolonged storage at higher temperatures and/or humidity levels will shorten the shelf life.
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Disclaimer The performance of the product should always be tested in the actual application conditions. Our 
recommendations are based on our most current knowledge and experience. As our products are 
used in conditions beyond our control, we cannot assume any liability for damage caused through 
their use. Users of our products are solely responsible that the product is suitable for its intended 
application, and have determined such at their sole discretion. Users must comply with any 
applicable legislation and/or testing requirements for the finished article, and are responsible for 
bringing their products to market. 

This publication does not constitute any warranty, express or implied, and is intended only for the 
recipient and cannot therefore be transferred to any third party. We cannot assume any liability for 
the use of our products in conjunction with other materials. 

All our products are sold subject to UPM Raflatac’s general sales conditions, and you should ensure 
that any existing laws are observed. 

This publication replaces all previous versions. All information is subject to change without notice.

www.upmraflatac.com


